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Abstract – This paper presents a study related with measuring of radio frequency emissions. The 
purpose is to determine the level of interference generated by wireless power transfer equipment 
in a specific frequency range, and to compare those levels to the existing standards. The 
technology of wireless power transfer, especially for electric vehicles batteries charging, is 
rapidly developing in the recent years. 
An increasing use of this technology in industrial and consumer electronic products has raised 
concerns about the possible unfavorable health-effects onto the human being. Another concern is 
raised from the high intensity fields produced by wireless power transfer systems which will 
generate highly undesired influence on other electrical and electronic equipment. As a protection 
against the potential health effects, the governments imposed limits on the occupational and 
general public exposure to the radio frequencies. 
These limitations are set out in national and international safety guidelines, standards and 
regulations. The measurement and evaluation of the human exposure to electromagnetic fields are 
essential to guarantee occupational and general public safety. Copyright © 2016 Praise Worthy 
Prize S.r.l. - All rights reserved. 
 





VS AC power source 
R1 Primary parasitic resistance 
L1 Primary inductance 
C1 Primary capacitance 
LM Mutual inductance between the primary and the 
secondary 
R2 Secondary parasitic resistance 
L2 Secondary inductance 
C1 Secondary capacitance 
RL Load resistance 
k12 Coupling coefficient 
I1 Primary current 
I2 Secondary current 
ω Frequency angular 
1
'R  Total transmitting circuit resistances 
2
'R  Total receiving circuit resistances 
Pin
 
Power of the input side 
Pout
 
Power of the output side 
cosφ Power factor 
η Power transfer efficiency 
I. Introduction 
The wireless power transfer (WPT) initially 
introduced by Nikola Tesla, has drawn attention of 
specialists during last decades [1]-[3]. 
Nowadays, the WPT is a promising and popular 
technology among numerous researchers and 
manufacturers, widely used for industrial and consumer 
electronic products. The WPT usage is increasing for low 
power transfer allowing the wireless charging of 
electronic devices, i.e. mobile phones, laptops, implants 
and home appliances. The high power equipment such as 
the industry of intelligent machining systems, robots, the 
forklift trucks, and electric/hybrid cars are also getting 
wirelessly powered. Moreover, much attention has been 
focused on the electric transportation system for 
improving the safe and convenient charging of the 
electric vehicles (EV) batteries [1], [4]-[7]. Basically 
there are two different methods of WPT, defined by 
physical phenomena of the electromagnetic fields (EMF) 
propagation: near field and far field. Among the main 
methods of near field, the inductive coupling, the 
capacitive coupling and the magnetic resonance coupling 
can be outlined. The near field methods typically involve 
the application of the magnetic field and inductive 
techniques for wireless transmission over relatively short 
distances, usually much shorter than 1 m, exceptionally 
reaching up to a few meters. The far field methods allow 
for long range energy transfer and usually involve 
radiated electromagnetic energy, including lasers, 
microwave and radio wave transmissions [8]. 
The far field methods (microwave and laser power 
transmission) with directional antennas could be used 
over long distances for space and military industry or 
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industrial applications. However, for consumer 
applications, such as mobile phones, other portable 
electronic devices or electric vehicles, the far field 
methods are not suitable because of efficiency and safety 
issues. Among the near field methods, the inductive 
coupling is considered to be a functional and mature 
technology. However its drawbacks are: a shorter 
distance operation, a low yield and a need for accurate 
alignment between the transmitter and receiver coils [1], 
[9]. The applications based on capacitive coupling are 
limited by the low transmitted power and the short 
distance, but they are applicable in the smart card 
equipment or in small robots [10]. Among the existent 
near field methods, the best result was achieved by the 
group of Massachusetts Institute of Technology. The MIT 
team demonstrated the efficient wireless energy transfer 
over a mid-range distance of 2 m between the transmitter 
and receiver using magnetic resonance [3]-[5]. 
The magnetic resonance technique is recognized to be 
the most appropriate when the target is the wireless EV 
battery charging [3]-[6], [11]. The performance of these 
systems requires an exchange of information between the 
transmitter and the receiver, i.e. the operation frequency, 
the required power, the vehicle identification and the 
payment information. However, a high intensity EMF 
generated by WPT system may introduce highly 
undesired influence on the communication channel 
which could be a severe problem [12]-[13]. 
Furthermore, the strong electromagnetic field 
produced by WPT system may not only adversely 
influence other electrical and electronic equipments, but 
also it can present danger for the human health. Thus, the 
electromagnetic compatibility study of the wireless 
energy transfer system has become an urgent priority 
[14]. It is important to estimate the possible strong EMF 
impact of the WPT electromagnetic emissions on the: 
environment, human health and data channel for a 
practical use of wireless power transfer. To guarantee the 
safety of the public and the workers, measurement and 
evaluation of human exposure to EMFs are essential. 
To protect the environment, the human health and the 
data transmission channel, it is essential to take steps to 
mitigate the EMF levels produced by the WPT systems.  
As far as it is known, the general and wide overview 
comprising the various issues of WPT on EMC has not 
been reported yet [15]. This paper is a contribution in the 
field of EMC problems in the wireless energy transfer 
systems. This paper is structured as follows. 
Section II presents the radiation safety standards. 
Section III provides electromagnetic field impact on the 
human health and on the communications system. 
Section IV provides the modelling of the WPT system. 
Section V presents the case study. Section VI provides 
analysis of the results. Finally, the Section VII outlines 
the conclusion. 
II. Radiation Safety Standards 
There are various international organizations which 
have been involved in the preparation and formulation of 
the radio frequencies (RF) safety standards for the human 
being. The international standards, as a rule, have no 
regulatory or binding status and become mandatory only 
if officially adopted within a country. The exposure 
guidelines are based on a critical analysis of scientific 
research. The limits are established according to 
scientific studies and are reviewed periodically, to ensure 
that they meet the current scientific requirements [16]-
[18]. 
The most respected organization in the safety 
standards development at the international level is the 
International Commission on Non-Ionizing Radiation 
Protection (ICNIRP). The ICNIRP is an independent 
organization formally recognized by World Health 
Organization (WHO), which develops guidelines for 
exposure limits and provides the material for the WHO 
publications on non-ionizing radiation. Another 
internationally well recognized organization which has 
been involved in the development of safety standards is 
the Institute of Electrical and Electronics Engineers 
(IEEE) in USA. The safety standards developed by these 
organizations are generally similar, with a few 
exceptions [18]. Among the regional organizations 
dealing with the preparation and formulation of the RF 
safety standards for the human being, is to be mentioned 
the European Committee for Electrotechnical 
Standardization (CENELEC) and the European 
Committee for Standardization (CEN). 
The guidelines for exposure to RF/microwaves 
published by ICNIRP were adopted in most Western 
European countries and in some industrialized countries 
outside Europe, i.e., Australia. Some Eastern European 
countries like Russia, Poland, and Bulgaria have adopted 
more strict limits of the order of 2% of ICNIRP [16]. 
Most of the countries follow different standards for 
the occupational public (workers) and for the general 
public exposure [17]-[18]. The workers are considered to 
be healthy adults, aware of the risks and being exposed 
only during their working hours. 
On the other hand, the general public represents a 
diversity of the health sensitivity and it is potentially 
exposed 24 h daily, being unconscious of the risks. So, 
for general public the exposure limits are stricter. For 
example, according to the ICNIRP Guideline for the 
frequency range of 3 kHz to 1 MHz, the exposure limits 
for the general public are one seventh of those applied to 
occupational public. 
The ICNIRP reference levels for occupational and 
general public exposure [17] are shown in Fig. 1. 
III. Electromagnetic Field Impact 
III.1. Health Effects Associated with                  
Radiofrequency Exposure 
The intensive use of the electric energy has led to the 
fact that in the modern information society a new and 
significant pollution factor was formed in the last third of 
the XX century - the electromagnetic one. 
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Fig. 1. Reference levels for occupational and public exposure [19] 
 
The development of modern technologies of 
information and energy transmission, remote control and 
monitoring, as well as some of the types of transport, has 
contributed to the appearance of electromagnetic 
interference (EMI). The current technologies have 
become a source of EMI as a result of the generated 
EMF, thus leading to electromagnetic radiation [20]. 
The electromagnetic energy transferred by WPT 
system and radiated into the surrounding environment 
will be absorbed by humans and other living organisms.  
Contrary to the wireless communications, the level of 
the transmitted electromagnetic power required for large-
scale or commercial implementation of wireless energy 
transfer could be substantial [21]. 
Several developers claim that the technology is safe 
for humans, but it is impossible to predict the impact on 
human being of such exposure over time. The damage 
caused by EMFs is still an open question since there is no 
clear evidence of its negative influence on human health. 
In the recent years, the number of scientific researches 
dedicated to the impact of EMF on the living organisms 
has significantly increased [20]. The human body is a 
good conductor of electricity due to the fact that it 
consists of conductive tissues, i.e., neural tissues and 
fluids as blood, lymph, intercellular fluid. On other hand, 
the human body as a whole, as well as its individual parts 
represents resonators and hence antennas. The human 
body is capable to resonate with the electromagnetic 
radiation in resonance with the wavelength of the 
transmitted energy and the resonance may occur related 
to the whole wavelength or a fraction of it. Thus, the 
human body of 1.8 m acts as antenna for the frequencies 
167 MHz, 42 MHz and 10 MHz [22]. The same applies 
to the body parts. The resonant frequencies of the human 
body are shown in Fig. 2. According to [20] the 
electromagnetic spectrum can be divided into frequency 
bands in terms of environmental effects, namely: 
- radio frequency (100 kHz < f ≤ 300 GHz); 
- intermediate frequency (IF) (300 Hz < f ≤100 kHz): 
- extremely low frequency (ELF) (0< f ≤ 300 Hz); 
- static (0 Hz). 
Many scientific studies have investigated the possible 
health effects of the electromagnetic radiations [22]-[25]. 
Electric currents exist naturally in the human body and 




Fig. 2. Resonant frequencies of the human body [21] 
 
Nervous system is responsible for transmitting electric 
impulses throughout the body. 
The results of exposure of the body to the EMF 
depend on the EMF frequency and strength. Numerous 
studies have concluded that EMF is harmful and can 
have adverse effect on the human body. When the low-
frequency electromagnetic field passes through the body 
it can carry its clock frequency to biological structures 
(nerves, muscle fibers), and thereby disorders their 
function. The consequence of this can be heart rhythm 
disturbances, as well as other manifestations [22]. 
Electromagnetic radiation incident on the body 
partially penetrates inside to a short depth into the tissue 
decreasing exponentially [24]. It should be noted, that at 
low frequencies the penetration depth is more significant.  
The EMF energy absorbed by the body tissue is 
converted into heat which could be dangerous in case of 
long period of exposure [25]. This heating effect depends 
on the power and on the frequency of the radiation. 
To assess human exposure to electromagnetic fields a 
measure of the heat absorbed by the unit mass of tissue, 
the specific absorption rate (SAR), is used. The SAR 
measuring unit is W/kg. Furthermore, the EMF exposure 
has a cumulative effect, growing with the time of 
exposure and the dose [23]. Even weak electric and 
magnetic fields, in case of prolonged exposure, can 
produce potential health effects. It means that in the 
event of chronic exposure health problems, such as 
degenerative processes in the central nervous system, 
leukemia, brain cancer, hormonal disorders can appear 
[22]. Thus, more research about the cumulative effect of 
electromagnetic fields on the human health is needed. 
The WPT equipment may induce strong 
electromagnetic field in the vicinity of the system, and as 
a result high voltages and currents may be induced in the 
human body tissue [26]. Consequently, it is necessary to 
evaluate the human exposure to the electromagnetic 
fields produced by WPT system [27]. Thus, the 
measurement of electromagnetic field strength in the 
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vicinity of the WPT system and comparing the results 
with the reference level of the ICNIRP guidelines can be 
valuable for the human body exposure to be evaluated. 
III.2. EMF Impact on the Communications System 
The main purpose of the WPT system is to transmit 
energy. However, it is inevitable to transmit 
simultaneously the energy together with the information 
signals. This approach can be widely used for several 
types of applications, i.e., portable electronic equipment, 
high power equipment and EVs. The wireless charging 
systems play an important role in the charging of the EV.  
In this kind of application, the charging depends 
significantly on communications [12].  
The communication channel allows for sending data 
from the charger to the EV and sending the feedback 
signals. The data transfer allows for recognizing the 
receivers of energy and thus to optimize the energy flow 
[4]. The communication system can be based on the 
modulation of the energy flow, or on separated frequency 
bands for the energy and for the data [4]. 
For example, the wireless power and data transmission 
system with resonant coils tuned at the same working 
frequency is analyzed in [28]-[30]. The information, in 
this case, is transferred by modulation of the energy flow.  
However, there is a problem of the influence between 
the energy transfer and the data transmission. In order to 
avoid this problem, the modulation methods must be 
more sophisticated: amplitude shift keying (ASK), 
frequency shift keying (FSK) and phase shift keying 
(PSK). Another approach applies separated coils for the 
energy transfer and the data transmission [31]. 
A special data coils geometry is proposed in [32] to 
reduce the mutual coupling between the two channels 
(power and data). Nevertheless, these approaches also 
present some disadvantages. One of the main 
disadvantages of the described systems is the limited data 
transmission rate.  Other disadvantage is the complicated 
design of the coils, since it is very difficult to obtain 
sufficient isolation between the coils of the energy 
transfer and data transmission. In order to attenuate these 
problems, it is proposed to use very high frequencies for 
the data transmission (in the order of GHz) [33]. It was 
also proposed to transmit the data by various wireless 
communications protocols, i.e., Bluetooth and Near Field 
Communication [4]. The application of very high 
frequencies for the data transmission allows for a higher 
data transmission rate. In [34]-[35], it was proposed the 
Bluetooth technology for the data transmission, 
especially for the automotive industry. 
The communication channel operates at very low 
power (less than 100 mW). In the same time, the WPT 
system transfers energy at kW power level and the risk of 
electromagnetic interference to the communication 
channel is high. Thus, it is necessary to guarantee that the 
electromagnetic field generated by the WPT system will 
not disturb the communication between the transmitter 
and the receiver. 
IV. Modelling 
The schematic representation of a WPT system is 
shown in Fig. 3. The equivalent circuit of the WPT 
system [36] is shown in Fig. 4. 
The two coils are connected together via magnetic 
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The loop impedances for the two coils are given by: 
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The currents of the primary and secondary are given 
by: 
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Fig. 3. Schematic representation of a WPT system 
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Fig. 4. Equivalent circuit of the WPT system 
 
Therefore, at the resonant frequency the currents 1I  
and I2 can be simplified and given by: 
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and receiving circuit resistances, are given by: 
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The power of the input side Pin and output power 
delivered to the load Pout is given by: 
 
 




















In accordance with the previous equations, the power 


















In (15) the power transfer efficiency depends on the 
operation frequency and circuit parameters; the 
efficiency decreases rapidly with increasing distance 
from its resonant operation; the high quality factor of 
transmitter and receiver coils is of crucial importance for 
the WPT system efficiency at resonance frequency. 
V. Case Study 
The analysis was focused on the measurement of the 
electromagnetic radiation caused by WPT system for 
charging of electric vehicles. 
The test equipment used to perform measurements 
was composed by an experimental setup of WPT system 
and the measurement system. The WPT system is 
mounted at the Power Electronics Supply Laboratory of 
the Technical University of Sofia. 
Fig. 5 shows the wireless charging stand for electric 
vehicles Li-Ion batteries [37] operating from 30 kHz to 
200 kHz frequency. Table I shows the characteristics of 
the WPT system used in this study. The main blocks of 
studied WPT system are shown in Fig. 6. 
The measurement equipment is shown in Fig. 7 and 
consists of a basic unit, i.e. a measuring instrument 
Narda SRM-3000 Selective Radiation Meter, and an 
antenna for the 100 kHz÷3 GHz frequency domain. 
The measurement of the electromagnetic fields was 
performed with the experimental unit of electronic load 
with programmed resistance 30LR   . 
The aim of the measurement was to determine the 
level of external electromagnetic radiation at different 
frequencies. The measurement equipment is calibrated 
according to ISO 9000 standard and uses Windows 




Fig. 5. WPT system: experimental setup 
 
TABLE I 
CHARACTERISTICS OF THE EXPERIMENTAL SETUP 
Item Specification 
AC Rectifier and HF 
inverter 
Pmax=5 kW, frequency 30 kHz–200 kHz 
Ferrite core system of 
Transmitter and Receiver 
at a distance ∆ from 40 mm to 150 mm 
HF Rectifier AC RMS 400V/15A, DC 500 V,10 A 
DC charger 20 V-180 V, 2 A–20 A with current control 
Load resistors (RL) between 5 Ω and 150 Ω 




Fig. 6. Main blocks of the inductive charger 
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Fig. 7. Measurement equipment with antenna 
 
Any vehicle is essentially Faraday cage, protecting the 
driver and passengers from external radio frequency 
interference. Nevertheless, there is a possibility that 
humans or animals could be found near to the EV during 
the charging.  In this case there is a risk to be exposed to 
a strong electromagnetic radiation. 
So, taking into account this possibility, the 
measurements were performed at the transmitting 
distance of 4 cm, 20 cm, 40 cm and 100 cm. 
The harmonics generated by WPT system operating at 
142 kHz frequency at transferred power Pout = 800 W 
and at the distance of measurement of 4 cm is shown in 
Fig. 8. In the Fig. 9, which shows in detail the harmonics 
generated by the WPT system, a pulse component of the 
signal can be observed. The electromagnetic field 
waveform is not a perfect sinusoid: small peaks exist 
which testifies of rich harmonics content. From the point 
of view of the energy the harmonic content is not 
important, but it could influence the data transfer. 
The amplitudes of main harmonics generated by WPT 
system operating at 142 kHz frequency at different 
distances of measurement and Pout = 800 W is shown in 
Fig. 10. The full range of electromagnetic interference 
harmonic components generated by the WPT system 
operating at 142 kHz frequency at different distances of 
measurement and Pout = 800 W is shown in Fig. 11. 
The distance from the WPT system to the 
measurement antenna plays a key role. As it is shown in 
Fig. 12 the harmonics are going to disappear at the 
distance of measurement of 100 cm. When the power is 




Fig. 8. WPT system: harmonics generated at 142 kHz frequency, 
P = 800W, distance of measurement 4 cm 
 
 
Fig. 9. WPT system: harmonics generated at 142 kHz frequency, 




Fig. 10. Electric Field generated by WPT system at 142 kHz frequency, 




Fig. 11. Electromagnetic interferences generated by WPT system 
at 142 kHz frequency at different distance of measurement 
 
The harmonics grow significantly if the transmitted 
power is growing and the distance of measurement is 
decreasing. The practical values of the electric field E 
(the 1st harmonic) in function of the distance of 
measurement for different values of transferred power 
[38] is shown in Fig. 12. 
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Fig. 12. Electromagnetic interferences generated by WPT system 
at 142 kHz frequency at different distance of measurement 
 
As expected, the electric field is much stronger 
directly adjacent to the WPT equipment, but decreases 
quickly with the distance. Finally, the growing power 
and the shorter distances to the influenced electronic 
equipment or human being, presents a higher danger. 
VI. Discussing of Results 
As a defense against the potential health effects, the 
international electromagnetic protection organizations 
imposed limits to the occupational and general public 
exposure to the radio frequencies. 
The most respected standardization organization in the 
area of EMF protection, ICNIRP, published in 1998 
safety guidelines for limiting exposure to provide 
protection against known adverse health effects [17].  
These guidelines are applied to time‐varying electric, 
magnetic and electromagnetic fields (up to 300 GHz). 
In 2010 the guidelines were revised and updated, 
namely some new guidelines for varying fields from 1 
Hz to 100 kHz were published. 
For the evaluation of the exposure to the EMI 
produced by the studied WPT system, it is necessary to 
compare measured field and the reference level of the 
ICNIRP. The obtained experimental values of electric 
field strength (1st harmonic) at different distances of 
measurement are shown in Table II. These results also 
confirm that electric field is becoming weaker with the 
distance increasing. 
In the Fig. 1, which shows the ICNIRP Guidelines for 
public and occupational exposure, it can be observed that 
for frequency range of 3 kHz – 1 MHz the level reference 
for general public exposure is E = 87 V/m.  
 
TABLE II 
ELECTRIC FIELD STRENGTH 
Distance of measurement (cm) Electric Field (1st harmonic) E (V/m) E (dBµV/m) 
4 33.19 150.42 
20 8.65 138.74 
40 3.32 130.42 
100 0.11 101.12 
Analyzing the results obtained with the studied WPT 
system it is possible to verify that the maximum value of 
the electromagnetic emission is 33.19 V/m. To 
emphasize that, this maximum value was obtained at a 
very short distance (4 cm) and that value decreases very 
fast with the distance increasing. Thus, from the 
comparison with the referred guidelines it is possible to 
conclude that practical values of EMI produced by 
considered WPT system is significantly less than the 
ICNIRP reference for time-varying electric fields (of 3 
kHz–150 kHz frequency range wherein the WPT 
equipment operates). 
It was shown, that the WPT system produced electric 
fields with higher frequencies and multiples of the 
fundamental. However, the amplitude of these high 
frequency electric fields presents a marked reduction. 
VII. Conclusion 
This paper presented a study related to the measuring 
of radio frequency emissions produced by the WPT 
system. The purpose is to determine the level of 
electromagnetic interferences generated by wireless 
power transfer equipment in a kHz frequency range. 
In fact, the electromagnetic interferences measurement 
and the evaluation of human exposure to electromagnetic 
fields as well are essential to guarantee occupational and 
general public safety. In this study the measurement of 
electromagnetic field strength close to the WPT system 
and the comparison of measured field and the reference 
level of the ICNIRP were performed. 
The value of the electromagnetic emission produced 
by the studied WPT system is 33.19 V/m, what is 
significantly less than the reference level of E = 87 V/m 
defined by ICNIRP for general public exposure. 
This study allows to evaluate the possible impact of 
the electromagnetic emissions upon the environment and 
human health during a practical use of EV batteries 
wireless charging. From the obtained experimental 
results, it was verified that the emissions in the MHz 
range produced by WPT equipment operating at kHz 
frequency range are irrelevant at a longer distance from 
the transmitter. At a closer distance from the WPT 
system the electromagnetic interference is much higher. 
The obtained results were also compared to the 
reference level of the ICNIRP guideline. From this 
comparison it was possible to verify that all of the results 
obtained from the several tests presented values that were 
below the required by that guideline. 
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